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5 Menu Description

e  The color and shape of the OSD menu of the actual computer may be slightly different from them
shown in the figure.
e  Specifications of the OSD menu may change with improvements of functions without prior notice.

The on-screen display (OSD) menu can be used to adjust the settings of the monitor and is displayed

on the screen after turning on the monitor and pressing the button.

Step 1 Press one of the buttons to activate the browser screen.

Figure 5-1 Browser screen

<>@@>

Table 5-1 Browser screen description

Icon Function
g Menu/Enter
< Up
> Down
&3 Auto/Exit
(O] Power ON/OFF

Step2 Press [g to enterthe OSD screen.
Figure 5-2 OSD screen

Step3 Press € or > tobrowse through the functions.

e  Select the desired function, then press the button to enter the submenu.

e Press < or > to browse the sub-menus, and then press B to confirm the

selection of the desired function.

e Press < or > to select an option, then press to confirm the setting and exit
the current menu.

Step 4 Press §< to exit the menu interface.
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6 ECO Modes

Press < to switch ECO modes.These modes (Standard, RTS, FPS, Text, Movie, and Game )

can be used to optimize settings according to your activity. Standard mode is suitable
for most activities.

Figure 6-1 Standard mode
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7 Operation Menu (OSD) Function Descriptions

Functions of the monitor vary with models, and the functions in this manual are for reference only.

Table 7-1 Menu description

Menu Sub Menu Value Range
Brightness 0-100
Contrast 0-100
Standard
Game
Luminance Eco Mode Movie
m Text
FPS
RTS
DCR ON/OFF
Over Drive ON/OFF
H.Position 0-100
Image Setup V.Position 0-100
Clock 0-100
Phase 0-100
ImageRatio Wide/4:3
Warm
Standard
Color Setup Color Temp. Cool
sRGB
o)
User Green
Blue
LowBlue Mode Off/On

Language 12 languages
05D Setup H.Position 0-100

V.Position 0-100
Timeout 5-60
Transparence 0-100
Auto Config. —

Reset

- AutoColor -
Reset* -

Extra
Input Select VGA/HDMI

*Current Operation will increase product energy consumption.
Do you want to continue?

Yes
No
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8 Product Specifications

Product Model DHI-LM19-L200N DHI-LM22-L200N DHI-LM24-L200N DHI-LM27-L200N

Screen Size 19.5" 21.5" 23.8" 27"

Aspect Ratio 16:9 16:9 16:9 16:9
Viewing Angle 90°(H) / 65°(V) 178°(H) /178° (V) 178°(H) /178° (V) 178°(H) /178° (V)
Contrast ratio 600:1(Typ.) 3000:1(Typ.) 3000:1(Typ.) 3000:1(Typ.)

Colors 16.7M 16.7M 16.7M 1.07B
Resolution 1600x900 1920x1080 1920x1080 1920x1080
Maximum refresh rate 75Hz 100Hz 100Hz 100Hz
prod Without base| 464.8x283.5x48.3mm | 493.1x290.8x48.4mm | 540.4x325.2x51.7mm | 615.0x365.7x50.0mm
roduct
Dimensions
With base 464.8x362.4x179.9mm | 493.1x384.2x190.0mm | 540.4x419.1x190.0mm | 615.0x461.3x190.0mm
speaker N/A
Height range N/A
Rotation angle N/A
Vertical angle N/A

Forward tilting : 5° + 2°

Tilting angle Backward tilting: 22% 2° Forward tilting : 5° + 2° Backward tilting: 15° +2
. Temperature: 0°C-40°C (32 °F-104°F)
Envi | Action
nvironmenta Humidity: 10% - 85% RH (non-condensing)
conditions
:-20 °C- 60 °C(-4°F- 140°F
Storage Temperature: -20 °C-60 °C(: 40°F)
Humidity: 5% - 90% RH (non-condensing)
(L1 NoTE

The actual application of the above parameters shall be subject to the specific model.
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Supported HDMI Resolutions:

(DHI-LM19-L200N)

o | oy | v | v | o | ey | |
) ) (Horizontal/ | device supports
(Horizontal x Vertical) (KH2) (H2) (MH2) Vertical)

640x480 60Hz 31.469 59.94 25175 -/-

640x480 75Hz 375 75 315 -/-

720x400 70Hz 29.261 69.836 25.75 +/-

800x600 56Hz 34.722 55.734 35 -1+

800x600 60Hz 37.879 60317 40 +/+

800x600 72Hz 48.077 72.188 50 +/+

800x600 75Hz 46.875 75 49.5 +/+

1024x768 70Hz 56.476 70.069 75 -/-

1024x768 75Hz 60.023 75.029 78.75 +/+

1152x864 75Hz 67.073 74.942 88 +/-

1280%x1024 60Hz 48.363 60.004 65 -/-

12801024 70Hz 56.476 70.069 75 -/-

1280x1024 75Hz 60.023 75.029 78.75 +/+

1440x900 60Hz 55.469 59.901 88.75 +/-

1600x900 60Hz 55.54 59.978 97.75 +-

1600900 75Hz 69.886 74.905 123 +/-
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Supported VGA Resolutions:

(DHI-LM19-L200N)

oten | Displey | Horizontal | e ey Froamency 2™ | Whether the Note
) ) (Horizontal/ | device supports
(Horizontal x Vertical) (KHz2) (H2) (MH2) Vertical)
640x480 60Hz 31.469 59.94 25175 -/-
640x480 75Hz 375 75 315 /-
720x400 70Hz 29.261 69.836 25.75 +/-
800x600 56Hz 34.722 55.734 35 -1+
800x600 60Hz 37.879 60.317 40 ++
800x600 72Hz 48.077 72.188 50 +/+
800x600 75Hz 46.875 75 49.5 ++
1024%x768 70Hz 56.476 70.069 75 -/-
1024%x768 75Hz 60.023 75.029 78.75 ++
1152864 75Hz 67.073 74.942 88 +/-
1280x1024 60Hz 48.363 60.004 65 -/-
1280x1024 70Hz 56.476 70.069 75 /-
1280%x1024 75Hz 60.023 75.029 78.75 +/+
1440x900 60Hz 55.469 59.901 88.75 +/-
1600x900 60Hz 55.54 59.978 97.75 +/-
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Supported HDMI Resolutions:

(DHI-LM22-L200N. DHI-LM24-L200N. DHI-LM27-L200N)

Resolution Display :Z;Iiz;:tce;l \F/reer;ILclchy Erlgétency Po‘larlty Whether the Note
Horizontal x Vertcal) (KH2) H2) (MH2) gll—é(r)tril(f;;]tall device supports
640x480 60Hz 31.469 59.94 25175 /-
640x480 75Hz 375 75 315 /-
720x400 70Hz 29.261 69.836 25.75 +/-
800x600 60Hz 37.879 60317 40 +/+
800x600 75Hz 46.875 75 49.5 +/+
1024768 60Hz 48.363 60.004 65 /-
1024x768 70Hz 56.476 70.069 75 -/-
1024768 75Hz 60.023 75.029 78.75 +/+
1280x1024 60Hz 48.363 60.004 65 -/-
1280x1024 70Hz 56.476 70.069 75 /-
1280x1024 75Hz 60.023 75.029 78.75 +/+
1440900 60Hz 55.469 59.901 88.75 +/-
1680x1050 60Hz 65.29 59.95 146.25 -+
1920x1080 60Hz 67.5 60 148.5 +/-
1920x1080 75Hz 83.894 75 174.5 +/-
1920x1080 100Hz 1125 100 2288 +/-
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Supported VGA Resolutions:

(DHI-LM22-L200N. DHI-LM24-L200N. DHI-LM27-L200N)

o | oy | v | v | o | ey | |
) ) (Horizontal/ | device supports
(Horizontal x Vertical) (KH2) (H2) (MH2) Vertical)

640x480 60Hz 31.469 59.94 25175 -/-

640x480 75Hz 375 75 315 -/-

720x400 70Hz 29.261 69.836 25.75 +/-

800x600 60Hz 37.879 60.317 40 ++

800x600 75Hz 46.875 75 49.5 ++

1024x768 60Hz 48.363 60.004 65 -/~

1024x768 70Hz 56.476 70.069 75 -/-

1024x768 75Hz 60.023 75.029 78.75 ++

1280x1024 60Hz 48.363 60.004 65 -/~

1280%x1024 70Hz 56.476 70.069 75 -/-

1280x1024 75Hz 60.023 75.029 78.75 +/+

1440x900 60Hz 55.469 59.901 88.75 +/-

1680x1050 60Hz 65.29 59.95 146.25 -+

1920x1080 60Hz 67.5 60 148.5 +/-
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Appendix 1 Troubleshooting

Appendix Table 1-1 FAQ

Faults Occurring

Possible Solutions

e Checkif the power is on.
The power indicator light is not on o  Check if the power cord is connected.
o  Check if the function of plug-and-play of the device
is compatible with PC.
Plug and play failed e Checkifthe display card is compatible with the plug-

and-play function.

Dimming picture

Adjust brightness and contrast.

Flickering picture or picture with
ripples

There may be electrical appliances or equipment with
electronic disturbance.

The power indicator light
is on (flickering), but the
monitor has no pictures.

L ]
L ]
L ]

Check if the PC power is on.

Check if the PC display card is inserted properly.
Check if the signal cable of the monitor is correctly
connected with the PC.

Check the signal cable plug of the monitor and make
sure every pin has no bending.

Observe the indicator light by pressing the Caps
Lock key on the PC keyboard and check if the PC is
working.

Color shortage (red, green and
blue)

Check the signal cable of the monitor and make sure
every pin has no bending.

The picture is not in the middle, or
the size is not right

Hot key (AUTO)

Picture with color difference (white
looks not white)

Adjust RGB color or reselect color temperature.

Screen font blur under VGA/HDMI signal

Select M to automatically adjust the image.
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Appendix 2 Security Commitment and
Recommendation

Dahua Vision Technology Co., Ltd. (hereinafter referred to as "Dahua") attaches great importance to
cybersecurity and privacy protection, and continues to invest special funds to comprehensively
improve the security awareness and capabilities of Dahua employees and provide adequate security
for products. Dahua has established a professional security team to provide full life cycle security
empowerment and control for product design, development, testing, production, delivery and
maintenance. While adhering to the principle of minimizing data collection, minimizing services,
prohibiting backdoor implantation, and removing unnecessary and insecure services (such as Telnet),
Dahua products continue to introduce innovative security technologies, and strive to improve the
product security assurance capabilities, providing global users with security alarm and 24/7 security
incident response services to better protect users’ security rights and interests. At the same time,
Dahua encourages users, partners, suppliers, government agencies, industry organizations and
independent researchers to report any potential risks or vulnerabilities discovered on Dahua devices
to Dahua PSIRT, for specific reporting methods, please refer to the cyber security section of Dahua's
official website.

Product security requires not only the continuous attention and efforts of manufacturers in R&D,
production, and delivery, but also the active participation of users that can help improve the
environment and methods of product usage, so as to better ensure the security of products after they
are put into use. For this reason, we recommend that users safely use the device, including but not
limited to:

1. Account Management
1.1 Use complex passwords

Please refer to the following suggestions to set passwords:

e Thelength should not be less than 8 characters;

Include at least two types of characters: upper and lower case letters, numbers and symbols;
Do not contain the account name or the account name in reverse order;

Do not use continuous characters, such as 123, abc, etc.;

Do not use repeating characters, such as 111, aaa, etc.

1.2 Change passwords periodically

It is recommended to periodically change the device password to reduce the risk of being guessed or
cracked.

1.3 Allocate accounts and permissions appropriately

Appropriately add users based on service and management requirements and assign minimum
permission sets to users.

1.4 Enable account lockout function

The account lockout function is enabled by default. You are advised to keep it enabled to protect
account security. After multiple failed password attempts, the corresponding account and source IP
address will be locked.

1.5 Set and update password reset information in a timely manner
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Dahua device supports password reset function. To reduce the risk of this function being used by
threat actors, if there is any change in the information, please modify it in time. When setting security
questions, it is recommended not to use easily guessed answers.

2. Service Configuration

2.1 Enable HTTPS

Itis recommended that you enable HTTPS to access Web services through secure channels.

2.2 Encrypted transmission of audio and video

If your audio and video data contents are very important or sensitive, we recommend you to use
encrypted transmission function in order to reduce the risk of your audio and video data being
eavesdropped during transmission.

2.3 Turn off non-essential services and use safe mode

If not needed, it is recommended to turn off some services such as SSH, SNMP, SMTP, UPnP, AP hotspot
etc,, to reduce the attack surfaces.

If necessary, itis highly recommended to choose safe modes, including but not limited to the following
services:

o  SNMP: Choose SNMP v3, and set up strong encryption and authentication passwords.

®  SMTP: Choose TLS to access mailbox server.

e  FTP:Choose SFTP, and set up complex passwords.

® AP hotspot: Choose WPA2-PSK encryption mode, and set up complex passwords.

2.4 Change HTTP and other default service ports

It is recommended that you change the default port of HTTP and other services to any port between
1024 and 65535 to reduce the risk of being guessed by threat actors.

3. Network Configuration

3.1 Enable Allow list

It is recommended that you turn on the allow list function, and only allow IP in the allow list to access
the device. Therefore, please be sure to add your computer IP address and supporting device IP
address to the allow list.

3.2 MAC address binding

It is recommended that you bind the IP address of the gateway to the MAC address on the device to
reduce the risk of ARP spoofing.

3.3 Build a secure network environment

In order to better ensure the security of devices and reduce potential cyber risks, the following are
recommended:

Disable the port mapping function of the router to avoid direct access to the intranet devices from
external network;

According to the actual network needs, partition the network: if there is no communication demand
between the two subnets, it is recommended to use VLAN, gateway and other methods to partition
the network to achieve network isolation;

Stablish 802.1x access authentication system to reduce the risk of illegal terminal access to the private
network.

4. Security auditing
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4.1 Check online users

It is recommended to check online users regularly to identify illegal users.

4.2 Check device log

By viewing logs, you can learn about the IP addresses that attempt to log in to the device and key
operations of the logged users.

4.3 Configure network log

Due to the limited storage capacity of devices, the stored log is limited. If you need to save the log for
along time, it is recommended to enable the network log function to ensure that the critical logs are
synchronized to the network log server for tracing.

5. Software Security

5.1 Update firmware in time

According to the industry standard operating specifications, the firmware of devices needs to be
updated to the latest version in time in order to ensure that the device has the latest functions and
security. If the device is connected to the public network, it is recommended to enable the online
upgrade automatic detection function, so as to obtain the firmware update information released by
the manufacturer in a timely manner.

5.2 Update client software in time

We recommend you to download and use the latest client software.

6. Physical protection

Itis recommended that you carry out physical protection for devices (especially storage devices), such
as placing the device in a dedicated machine room and cabinet, and having access control and key
management in place to prevent unauthorized personnel from damaging hardware and other
peripheral equipment (e.g. USB flash disk, serial port).




ENABLING A SMARTER SOCIETY AND BETTER LIVING

ZHEJIANG DAHUA VISION TECHNOLOGY CO,, LTD.
Address: No. 1399, Binxing Road, Binjiang District, Hangzhou, P. R. China | Website: www.dahuasecurity.com | Postcode: 310053
Email: dhoverseasedhvisiontech. com | Tel: +86-571-87688888 28933188



